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Agenda

v Event function of each Brickcom IP camera model

Event Type explanation
Multiple Notification




 What Event functions does FB series have:
— Motion Detection
— Digital Input
— Schedule
— Audio Detection

Mote: For stream recording, stream 1 must be setto H. 264 or MPEG4 with a bitrate lower than 1.5Mbps or the quality below 3 and the resoltion
lower than 1280x1024.

Network Settings

UPnP
DDNS Add Event Delete Event

EasyLink
Enable

Wireless
= HTTP/HTTPS

Mame

¥ Event & Always
Event Schedule ' Schedule

' vent Settings ' Recurrence Pattern

= Motion Detection Mation Detection || [ window 1 [ window 2 [ wWindow 3

= Digital Input D = =

. . Digital Input ==
> Audio Detection Audio Detection FTP e
Schedule ut
. [T Send HTTP Motification
» FTP Settings [T Send to Email

= Email Settings I Send UDP Motification to IP address

¥ Notifications

> Samba Settings | | ] i Port|
[T Send Multicast Motification to IP address

| | | y| Fort|

= HTTP Settings

= Digital Output

= Video Clip Apply Cancel
¥ System

= System Log

= Date and Time
Device Information
Storage Management

LED Indicators




 What Event functions does OB series have:
— Motion Detection
— Digital Input
— Schedule
— Audio Detection

Mote: For stream recording, stream 1 must be setto H. 264 or MPEG4 with a bitrate lower than 1.5Mbps or the quality below 3 and the resoltion
lower than 1280x1024.

Network Settings

UPnP
DDNS Add Event Delete Event

EasyLink
Enable

Wireless
= HTTP/HTTPS

Mame

¥ Event & Always
Event Schedule ' Schedule

' vent Settings ' Recurrence Pattern

= Motion Detection Mation Detection || [ window 1 [ window 2 [ wWindow 3

= Digital Input D = =

. . Digital Input ==
> Audio Detection Audio Detection FTP e
Schedule ut
. [T Send HTTP Motification
» FTP Settings [T Send to Email

= Email Settings I Send UDP Motification to IP address

¥ Notifications

> Samba Settings | | ] i Port|
[T Send Multicast Motification to IP address

| | | y| Fort|

= HTTP Settings

= Digital Output

= Video Clip Apply Cancel
¥ System

= System Log

= Date and Time
Device Information
Storage Management

LED Indicators




Event Function — CB series

 What Event functions does CB series have:
— Motion Detection
— PIR
— Schedule
— Audio Detection

Video
= Audio
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= Privacy Mask Control
¥ Network Mote: For stream recording,stream 1 must be setto H.264 or MPEG4 with a bitrate lower than 1.5Mbps or the quality below 2 and the resoltion

lower than 1280x1024.
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Event Type Explanation

« Motion Detection
— When the Motion is detected, the Event will be triggered and do
the pre-configured Actions.
e PIR
— When the PIR sensor is triggered, the Event will be triggered and
do the pre-configured Actions.
o Digital Input
— When the DI device change the status and send signal to the

camera, the Event will be triggered and do the pre-configured
Actions.

e Schedule

— The Event will be effective during the pre-configured time period

Audio Detection

— When the audio around the camera is louder than the pre-
configured sensitivity, the Event will be triggered and do the pre-
configured Actions.
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Multiple Notification

 The Notification supported by Brickcom IP
cameras:

e FTP

« E-malil (SMTP)
e Samba

e HTTP

e Digital Output




Notification Explanation

. FTP

» File Transfer Protocol
» Support 2 FTP servers to notify
» Default Port as 21

» Following information will be required:
|IP address or Domain name of your FTP server

Certain port number of your FTP server (default
port 21)

Account Name & Password on your FTP server
Specify the folder path on your FTP server

a.
b.




Notification Explanation

 E-mail (SMTP)
» Support 2 SMTP servers to notify
» Default port as 25
» Following information will be required:

a. Domain name & port number of your
SMTP server

b. Authentication algorithm of your SMTP
server

C. Your account name & password on your
SMTP server




Contact Us

Brickcom Corporation Headqguarters

Address No.1 Jen Ai Rd, Hsinchu Industrial Park,
Hukou, Hsinchu, Taiwan, R.O.C. 303

Tel +886-3-5982022

Fax +886-3-5982023

Website http://www.brickcom.com

Sales & Info@brickcom.com
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Support support@hbrickcom.com
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Brickcom, your best partner.
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